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Secure the vehicle on level ground.     
 

1.  Identify the plastic drive rivets which secure the end of the aluminium sill panels to the bottom corner of the 
inside of the wheelarch eyebrows. Drill out the rivets with the 6mm drill bit and remove the remains of the rivet. 
 

2. Identify the M6 bolts which secure the aluminium sill panels. Remove all the bolts that secure the sill,         
including the one located to the front of the bulkhead outriggers (3A.) and carefully lift the sill away.                                        
 

3. Loosen and remove the M12 nut located on the rear of the front outrigger as shown. 
 

4. Loose-fit the bracket with 3 slots to the rear outrigger. This must be fitted with the small  flat uppermost. 
 

5. Preferably with an assistant, lift the Rock/Tree Slider into position by locating the front bracket on to the M12 
bolt. Offer the rear of the Rock/Tree Slider up to the bracket on the rear outrigger and loosely fit the 3 M12 x 30 
bolts to hold it into place. 
 

6. Check the fit of the rock/tree slider along the doors and at each end. It may be helpful to place a jack under 
the rock/tree slider to hold it in position whilst you tighten the bolts. 
 

7. The next job is to mark and drill the holes for the M10 x 120 bolts and spacers. Drill the rear outriggers once 
you are satisfied that the rock/tree sliders are in the correct position. Finally, check tightness of all bolts. 

Tools required  
 

19mm & 10mm Sockets, 10mm 
& 19mm Spanner, Electric Drill, 
and 6mm & 11mm Drill Bits 

Parts list  
 

6 off M12 x 30 HT 8.8 Z/P Bolt 
6 off M12 Z/P Washer 
4 off M10 x 120 HT Z/P Bolts & 
Washers. 

1.  

3.  

2.  

3A.  3.  

4.  5.  6.  

Disclaimer. 
The fitting notes on this sheet are intended for general guidance only. No responsibility whatsoever will be accepted  for damage to 
persons, property, equipment or vehicles howsoever caused during or arising from the fitting or use of this product.  


