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Secure the vehicle on level ground.     
 

1. Open the car doors and identify the plastic drive rivets which secure the plastic sills. Drill out the rivets using 
a 6mm drill bit.                                           
 

2. Remove the single 6mm bolt ahead of the front mudflap and remove plastic sills. 
 

3. With two trolley jacks to hand and with an assistant slide one of the rock/tree sliders on to the main chassis 
rails. Align the rock/tree slider with the wheel arches and place a jack under each bracket. When you are happy 
with the positioning fore and aft, make sure that the jacks are lifting the main U-shaped brackets tightly up to 
the chassis, this is very important.  
 

4. With a scriber, carefully mark the hole positions on the chassis. You can use the cranked end of the scriber 
to reach the obscured hole at the top of the front bracket. Remove the rock/tree slider and using a centre 
punch, mark the centre of the holes and carefully drill a pilot hole through both sides of the chassis rail. Make 
sure that you keep the drill at 90 degrees to the chassis rail as the holes need to be in line to be able to fit the 
mounting bolts.  
 

5. Re-fit the rock slider and fit the bolts through the drilled holes. If you find that not all the holes line up well 
enough to fit the bolts, remove the rock/tree slider and re-drill the holes to open them up slightly. When you 
have all the bolts fitted, fit the nuts and washers and tighten. Check that the main U brackets are still fitting 
tightly up against the underside of the chassis rails. 
 

6. You should find that the outer end of the slider bracket is fitting on or close to the under side of the vehicle 
sill, as shown in the picture.  
 

7. Check that the doors open and close and clear the top of the rock/tree slider. If the sliders are fitted correctly 
with the brackets fitting closely under the sill, there will be no deflection or movement when the vehicle is 
jacked using the rock/tree slider jacking holes. 
 

8. Trial fit the aluminium trim pieces against the side of the sills. Trim to fit if necessary, mark and drill through 
the trim pieces and sill, fit the trim using the plastic drive-rivets in the kit. 
 

9.  Finally, re-fit the small bracket attached to the front inner part of the vehicle wing. This is achieved by     
pushing in the bottom of the wing to sit neatly over the rock slider. Mark the position of the bracket on the rock 
slider, drill a small hole and secure with a self-tapping screw. 

Tools required  
 

17mm Socket, 10mm & 17mm 
Spanner, 2 x Trolley Jack 
Electric Drill, and 6mm & 11mm 
Drill Bits 

Parts list  
 
 

5 off M10 x 110 HT 8.8 Z/P Bolt 
& Nyloc Nut 
10 off M10 Z/P Washer 
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Disclaimer. 
The fitting notes on this sheet are intended for general guidance only. No responsibility whatsoever will be accepted  for damage to 
persons, property, equipment or vehicles howsoever caused during or arising from the fitting or use of this product.  


